Aircraft Specifications – Pilatus PC-12/47, S/N 736, N72EA, 2006

Airframe and Engine
- Airframe Total Time: 360 hours
- Engine Total Time: 360 hours

Avionics
- Pilot 5 Inch EFIS
- Copilot 5 Inch EFIS
- Dual Garmin GNS 530s GPS/NAV/COM
- PMA 8000SR Audio Panel
- Garmin GTX 330 Primary Xpndr
- RVSM Equipped, 2nd AM-250 Altimeter, 2nd GTX 330 Xpndr
- WX 500 Stormscope
- Garmin GDL 69 Satellite Weather Data Link
- King KMD-850 MFD
- King KMH-880 "Multi-Hazard" Traffic & Terrain System
- Dual AHRS LCR-92
- Bose Noise Cancelling Headsets (Pilot And Copilot)
- Sirius Satellite Radio Integration

Optional Equipment
- Supplemental Air Conditioning System
- Pulselite Recognition Lights
- Emergency Power System
- Logo Light
- Large O2 System
- 2nd Engine Metal Chip Detector
- Aircell ST 3100 Satellite Phone with 3 Handsets
- Inverter 110V with 4 Outlets
- Battery Kill Switch

Interior
- Platinum Upgrade Executive Interior (6+2, 6Exec. Seats, 2 Std. Seats)
- Aeronappa Pheasant Leather Seats
- Club Configuration with 3 Stowable Tables
- Wood Veneer - Deep Gloss Full Filled Quarter Figured Sycamore
- Adjustable Leg Rests - 2 Aft Seats
- Complete Additional Set Of Carpeting